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Light efficiency:

@SR eVETTT) output: 164 Im

Light quality: Peak: 808 cd

Power: 3.2W
Color temperature:

PF: 0.56
( 209318 j 18 PLANES

165 180 165

No photo

Product name:

L17948 Micro Recess

97.7% lightin 90° cone Unswitched Luminaire

164 Im@90° + 4 Im@270° = Total 167 Im Corrected
EEI(EU Energy efficiency index):0.17

Date and time:

08/11/2018 11:05:40

Iltem number:

1407002

Beam angle 20-90

Color

CIE1931
x: 0.463
y: 0.415

oltage: 238 V
urrent: 0.024 A

o<

POV_

Light measurement was created using the Viso Systems - Light Inspector. www.visosystems.com
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Colormetrics
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CIE 1931

TM30: 82.4

CIE 1931 ZOOM

CRI: 80.1 (R1-R8)

Cl C2 C3 C4 C5 C6 C7 Cs8 C9 C10 C11 Ci12 Ci3 Cl4 C15 Clé

CRI R values, only R1-R8 are used to calculate final CRI value

R1 R2 R3 R4 R5

87

R6 R7 R8 R9 R10 R11l R12 R13 R14 R15

CQS: 80.4

[ Rt [ R2 [ R3 [ Ra [R5 [ Re | R7 | R8 | Ro [Ri0 [ R11 | R12 [ R13 [ R14 [ R15 |
| 77.33 [ 80.25 | 96.34 | 76.79 | 77.25 | 87.02 | 81.53 | 55.21 | 1.96 | 76.36 | 74.41 | 72.60 | 79.74 [ 98.45 | 69.55 |

TM30 C values, 16 binned values out of total of 99 C values
[ci [ ca ] c3[ca [ cs | ce | cr[cs [ cociwcia[ciz2]|ciza]|cia]cis|cie]|
| 7551 76.52 | 73.52 | 86.79 | 92.48 | 93.47 | 85.68 | 80.10 | 85.73 | 82.79 | 81.10 | 84.18 | 85.96 | 78.23 [ 79.46 | 74.79 |

CQS Q values
[@1 [ o2 [ o3 [ s [ o5 [ o6 | @7 [ 8 | @9 [ Qi [ Qi1 [ Q12 [ Qi3 | Qua [ qis |
| 75.08 | 93.65 | 84.20 | 79.53 | 80.52 | 80.17 | 80.10 | 84.98 | 94.03 | 80.18 | 85.18 | 81.88 | 80.18 | 68.69 | 70.88 |

Color parameters

CCT

CRI

CRIR9

TM30 Rf

TM30 Rg

cQs
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Beam details 30f3
Distance (meter) 1m 2m 3m 4m 5m
Distance (feet) 3.3ft 6.6 ft 9.8 ft 13.1ft 16.4 ft

30 Ix
47 Ix
83 Ix
Lux* 187 Ix
747 Ix
21°
beam center
69.4 fcd
Footcandles*
17.4 fcd
*measured at 7.7 fcd
center of beam
4.3/fcd
2.8lfcd
Beam width (meter) 0.4m 0.7m 11m 15m 1.8m
Beam width (feet) 1.2 1t 2.4 1t 3.6t 4.8 ft 6 ft
Intensities in 0° c-plane
0° 2° 4° 6° 8° 10° | 12° | 14° | 16° | 18 | 20° | 22° | 24° | 26° | 28> | 30° | 32° | 34° | 36° | 38°
747 | 778 | 702 | 603 | 495 | 401 | 322 | 260 | 208 | 163 | 123 | 92 66 46 32 22 16 12 9 6
100% | 104% | 94% | 81% | 66% | 54% | 43% | 35% | 28% | 22% | 17% | 12% | 9% | 6% | 4% | 3% | 2% | 2% | 1% | 1%
Intensities in 90° c-plane
0° 2° 4° 6° 8° 10° | 12° | 14° | 16° | 18 | 20° | 22° | 24° | 26° | 28> | 30° | 32° | 34° | 36° | 38°
747 | 664 | 610 | 533 | 450 | 373 | 312 | 262 | 222 | 186 | 153 | 122 | 96 73 55 39 29 21 16 12
100% | 89% | 82% | 71% | 60% | 50% | 42% | 35% | 30% | 25% | 21% | 16% | 13% | 10% | 7% | 5% | 4% | 3% | 2% | 2%
Intensities in 180° c-plane
0° 2° 4° 6° 8° 10° | 12° | 14° | 16° | 18 | 20° | 22° | 24° | 26° | 28 | 30° | 32° | 34° | 36° | 38°
747 | 777 | 714 | 612 | 501 | 401 | 320 | 262 | 218 | 183 | 152 | 123 | 97 74 56 42 30 22 16 12
100% | 104% | 96% | 82% | 67% | 54% | 43% | 35% | 29% | 24% | 20% | 16% | 13% | 10% | 8% | 6% | 4% | 3% | 2% | 2%
Intensities in 270° c-plane
0° 2° 4° 6° 8° 10° | 12° | 14° | 16° | 18 | 20° | 22° | 24° | 26° | 28> | 30° | 32° | 34° | 36° | 38°
747 | 654 | 599 | 527 | 447 | 374 | 310 | 253 | 205 | 165 | 130 | 98 74 55 40 29 20 14 10 7
100% | 87% | 80% | 71% | 60% | 50% | 41% | 34% | 27% | 22% | 17% | 13% | 10% | 7% | 5% | 4% | 3% | 2% | 1% | 1%
Beam angle 50% Field angle 10% Cutoff angle 2.5% Intensity ratio in 120° cone Intensity ratio in 90° cone
20.9° 49.7° 66.8° 98.5% 97.7%




